
DEFINED LINES AT THE FIRST PASS

PROVEN PERFORMANCE

POWER CONTROL ON THE ROAD

AIRLESS LINE 

MARKING EQUIPMENT



TECHNICAL QUALITY CERTIFIED.

WE ARE SPECIALIZED IN AIRLESS TECHNOLOGY.
SAMOA professional airless road marking machines joins product performance  with operator needs and allow marking and maintenance 

of all types lines for flooring, highways, airfields, crossings pedestrian, bicycle paths, parking lots, squares and all that is required by the 

code of the road in the field of horizontal sign age, guaranteeing perfect lines on different types of surfaces.

Airless technology provides high-pressure paint spray through airless tip of 

centimetre size versus traditional spraying allow pressure where the flow of  

paint is sprayed through the air supply.

ADVANCED MARKING SOLUTIONS

Increase your productivity on the road

AT THE FIRST PASS NET MARKING LINES
With only one “pass” the marking line is 

defined uniformly: the line of an airless 

spraying is linear, clear and sharp 

thanks to the flat cutting airless tip 

and without jagged effects due to the 

turbulence caused by the air.

OVER SPRAY MINIMIZED
Airless operation marking eliminates the 

classic “Overspray” particle dispersion 

of paint typical of traditional air paint.

This results is in a paint saver, in the 

larger one protection for the health of 

the operator and the environment.

SAVES UP TO 30% OF PAINT
Thanks to the lack of Overspray the 

almost totality of the product used is 

applied to the surface without waste.

VIBRATION REDUCTION
Vibration reduction ensures the quality 

of the lines best in the road marking 

sector.

THE PAINT DRIES QUICKLY
Airless marking operation requires 

the use of filtered varnish specific for 

airless applications, this in itself means 

homogeneous, smooth and uniform 

texture that does not will make any 

crust, nor will it become gelatinous or 

thick.

The paint adheres tensely to all types 

of flooring, with excellent visibility and 

wear resistance both from traffic and 

from atmospheric agents.

High quality paints ensure faster 

speeds drawing, longer line visibility, 

and a agreeable aesthetic result.

REFLECTIVE BEAD APPLICATION
Reflective beads apply with a gravity 

dispenser driven by the same 

command that drives the painting gun. 

The “spheres” automatically fall on the 

strip just drawn. Do not use pre-mixed 

beads. 

50 L NO-STICK GRAVITY TANK
Thanks to the large capacity of the 

hopper the tracing times are prolonged 

due to the absence of frequent 

interruptions to effect colour change.

MARKING ROAD SIGNS AND CURVES
Airless paint gun can be released 

within a few seconds of its support, 

thanks to the different lengths of airless 

hose to which it is connected, it allows 

any work like marking road signs and 

painting walls.

The front wheel facilitates marking lines 

up to the sidewalk and easy marking of 

bows and curves.

INTUITIVE USE BY THE OPERATOR
Operator controls are in front of the 

handlebar to adjust the road marking 

machines operation with extreme 

manageability.

EASY OPERATION, CLEANING AND 
MAINTENANCE
The cleaning of the airless marking 

machine is fast due to the absence

of pressurized tank to be cleaned 

and therefore change times colour 

are very short lived.

The high pressure of the road 

marking airless machine does 

not require therefore a preventive 

cleaning of the ground.

Regular cleaning at work is enough 

to keep it the machine in perfect 

efficiency even after long periods of 

inactivity.

SAMOA airless tip allow cleaning 

of the nozzle with a simple rotating 

movement, without have to 

disassemble it.

Part No. LA18383 
DALÌ PLUS airless line 
striper with 23 l paint can
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CHOOSE YOUR CONFIGURATION

MODEL DALÌ PLUS GIOTTO

PART No. LA18383 LA18382 LA18382/1 LA4081 LA4080 LA4080/1

PETROL ENGINE POWER 4,8 HP 4,8 HP 4,8 HP 11,7 HP 11,7 HP 11,7 HP

MAX. FLOW RATE 4 l/min 4 l/min 4 l/min 8 l/min 8 l/min 8 l/min

MAX. PRESSURE 220 bar 220 bar 220 bar 220 bar 220 bar 220 bar

MANUAL PUSH • • • - - -

SELF PROPELLED - - - • • •

HEAD CONTROL SYSTEM - - - - - •

AUTOMATIC MARKING LINES KIT - - - - - •

GLASS BEADS KIT - - • - - -

FLASHING TELESCOPIC ROD - - - • • •

23 L PAINT CAN • - - - - -

50 L GRAVITY TANK - • • • • •

Ø 1/4" - M16 X 1,5 - 10 M AIRLESS HOSE • • • • • •

RECIRCULATION HOSE • • • • • •

FILTER WITH PRESSURE GAUGE • • • • • •

1 AT250 AIRLESS MANUAL SPRAY GUN • • - • - •

2 AT250 AIRLESS MANUAL SPRAY GUNS - - • - • -

2 LA96 AIRLESS AUTOMATIC SPRAY GUNS - - - - - •

CF350 TIP GUARD • • • • • •

CF350 AIRLESS SPRAY TIPS • • • • • •

1 COLOUR • • • • • •

1 SINGLE LINE: CONTINUOUS - DASHED • • • - - -

2 DOUBLE LINES: 
CONTINUOUS - DASHED - MIXED - - - • • •

TOOLS KIT • • • • • •

AIRLESS ROAD MARKING MACHINES
DIAPHRAGM PUMP

GIOTTO airless marking machine
PART No. LA4080 
with glass beads kit (optional)

FROM SAMOA PROVEN STRIPING TECHNOLOGY A WIDE RANGE OF 
ROAD-MARKING AND PAVEMENT MAINTENANCE EQUIPMENT.
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SAMOA ON THE ROAD.
THE BEST MARKING ON YOUR SIDE

CHOOSE YOUR CONFIGURATION

MODEL EXCALIBUR ZEUS DRAGON
EVEREST 

TH

PART No. LA4861 LA4860 LA4561 LA4560 LA4591 LA4590 LA4595 LA4596 LA4597 LA4598 LA4000

PETROL ENGINE POWER 4,8 HP 4,8 HP 8,4 HP 8,4 HP 8,4 HP 8,4 HP 8,4 HP 8,4 HP 8,4 HP 8,4 HP 11,7 HP

MAX. FLOW RATE 2,2 l/min 2,2 l/min 4,5 l/min 4,5 l/min 4,5 l/min 4,5 l/min 6,5 l/min 6,5 l/min 6,5 l/min 6,5 l/min 9 l/min

MAX. PRESSURE 220 bar 220 bar 220 bar 220 bar 220 bar 220 bar 220 bar 220 bar 220 bar 220 bar 220 bar

MANUAL PUSH • • • • • • • • • • -

SELF PROPELLED - - - - - - - - - - •

HEAD CONTROL SYSTEM - - - - - - - - - - •

AUTOMATIC MARKING LINES KIT - - - - - - - - - - •

GLASS BEADS KIT - - - - - - - - - - •

FLASHING TELESCOPIC ROD KIT - - - - - - - - - - •

WORKING LIGHT KIT - - - - - - - - - - •

OPERATOR FOOT BOARD KIT - - - - - - - - - - •

PISTON TYPE ACCUMULATOR • • • • • • • • • • •

23 L PAINT CAN • - • - • - • - • - -

50 L GRAVITY TANK - • - • - • - • - • •

Ø 1/4" - M16 X 1,5 - 10 m 
AIRLESS HOSE • • • • • • - - - - -

Ø 1/4" - M16 X 1,5 - 15 m 
AIRLESS HOSE - - - - - - • • • • •

RECIRCULATION HOSE • • • • • • • • • • •

FILTER WITH PRESSURE GAUGE • • • • • • • • • • •

1 AT250 AIRLESS MANUAL 
SPRAY GUN • • • • - - • • - - •

2 AT250 AIRLESS MANUAL 
SPRAY GUNS - - - - • • - - • • -

2 LA96 AIRLESS AUTOMATIC 
SPRAY GUNS - - - - - - - - - - •

CF350 TIP GUARD • • • • • • • • • • •

CF350 AIRLESS SPRAY TIPS • • • • • • • • • • •

1 COLOUR • • • • • • • • • • •

SINGLE LINE: 
CONTINUOUS - DASHED • • • • - - • • - - -

DOUBLE LINES:
CONTINUOUS - DASHED - MIXED - - - - • • - - • • •

TOOLS KIT • • • • • • • • • • •

AIRLESS ROAD MARKING MACHINES 
PISTON PUMP

DRAGON airless marking machine
PART No. LA4595 
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CHOOSE YOUR CONFIGURATION

MODEL MIRÒ E-LINER ECO K21

PART NO. LA431B01 LA432B01 LA431B11 LA432B21 LA4200

ELECTRIC MOTOR POWER 1,8 kW 1,8 kW 1,8 kW 1,8 kW 0,75 kW

BATTERY ENGINE 10 Ah 10 Ah 10 Ah 10 Ah 240 Ah

BATTERY NO. 1 2 1 2 4

BATTERIES RECHARGE • • • • •

DIAPHRAGM PUMP • • • • -

PISTON PUMP - - - - •

MAX. FLOW RATE 2,2 l/min 2,2 l/min 2,2 l/min 2,2 l/min 2,2 l/min

MAX. PRESSURE 220 bar 220 bar 220 bar 220 bar 220 bar

MANUAL PUSH • • • • -

SELF-PROPPELED - - - - •

HEAD CONTROL SYSTEM - - - - -

AUTOMATIC MARKING LINES KIT - - - - -

GLASS BEADS KIT - - - - -

FLASHING TELESCOPIC ROD KIT - - - - •

WORKING LIGHT KIT - - - - -

OPERATOR FOOTBOARD KIT - - - - -

PISTON TYPE ACCUMULATOR • • • • •

50 L GRAVITY TANK - - - - •

23 L PAINT CAN • • • • -

Ø 1/4" - M16X1,5 - 10 M AIRLESS HOSE • • • • •

RECIRCULATION HOSE • • • • •

FILTER WITH PRESSURE GAUGE • • • • •

1 AT250 AIRLESS SPRAY GUN • • • • •

CF350 TIP GUARD • • • • •

CF350 AIRLESS SPRAY TIPS • • • • •

1 COLOUR • • • • •

SINGLE LINE: CONTINUOS - DASHED • • • • -

DOUBLE LINE: CONTINUOS - DASHED - - - - •

TOOLS KIT • • • • •

PROVEN QUALITY AND DURABILITY.
MAXIMUM OPERATIONAL AUTONOMY THANKS TO UNSTOPPABLE BATTERIES

AIRLESS BATTERY ROAD MARKING MACHINE
DIAPHRAGM PUMP - PISTON PUMP

MIRÒ E-LINER airless marking machine
PART No. LA431B01
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23 l paint can
Line filter with pressure gauge

Ergonomic handle· 
Reduced vibrations

Front tiller 
· 360° pivot wheel
· Directional locking

Defined line on every type of surface 
AT250 airless manual spray gun mounted on an adjustable 
block: it is possible to modify the spray pattern by changing 
the height of the gun or the tip.

Robust and compact 
structure

Airless flexible and
resistant hose 10 m 

Safety brake

Diaphragm pump· 
Max. flow rate 4 l/min

APPLICATIONS

MEDIUM SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Playgrounds
• Sports circuits
• Public and private areas
• Airports

MATERIALS 

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE

SINGLE LINE 
• 1 Colour
• Continuous - Dashed
• Width from 5 to 30 cm

DALÌ PLUS AIRLESS LINE MARKER

PART No. LA18383

HIGH PRESSURE - MANUAL PUSH - DIAPHRAGM PUMP
4 L/MIN - 220 BAR - 4,8 HP HONDA PETROL ENGINE

DALÌ PLUS AIRLESS LINE MARKER
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TECHNICAL DATA
SERIES DALÌ PLUS

MODELS Manual push - Diaphragm pump

MAX. PRESSURE 220 bar

MAX. FLOW RATE 4 l/min

HONDA PETROL ENGINE 4,8 HP

AIRLESS PAINT CAPACITY 23 l paint can - 50 l gravity tank

DIMENSIONS 1.250 x 820 x 1.400 mm

WEIGHT 120 kg

DALÌ PLUS SERIES

ACCESSORIES

PART No. DESCRIPTION

LA35015 Airless hose Ø 1/4" - M16 x 1,5 inlet swivel - 10 m

LA11270 AT250 manual airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11210 AT250 manual airless spray gun - M16 x 1,5 inlet swivel

260002 11/16" Europe W CF350 tip guard

CF350 CF350 airless tip. Size from 7-10 to 41-80

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover+ Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA19510 11 l glass beads gravity tank

LA19510/1 Over 11 l glass beads gravity tank

PART No. DESCRIPTION

LA200303

Complete kit for second airless gun for PART No. LA18383 and PART No. LA18382.
(mounting kit PART No. LA4307 + airless gun PART No. LA11210 + Airless tip kit 
PART No. LA4307:  PART No. CF350 260415 - 260317 - 260319 -  PART No. 260002 
CF350 tip guard)

LA4307 Mounting kit for second airless gun (airless gun not included) 

LA18359 11 l Gravity tank + 1 Diffuser hose + 1 Glass beads manual spray gun kit

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads manual spray guns kit

LA4038 Laser pointer kit

LA4840 Gun handling + Front pivot

KITS

PART No.
MANUAL 

PUSH

23 L
PAINT 
CAN

50 L
GRAVITY 

TANK

GLASS 
BEADS 

KIT
AIRLESS HOSE

AT250
AIRLESS MANUAL GUN

CF350 TIP 
GUARD

CF350 AIRLESS TIPS

LA18383 • • - - N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No.LA11210
M16 x 1,5 inlet swivel

N°1 
PART No. 260002

N°1 CF350 260415
N°1 CF350 260317
N°1 CF350 260319

LA18382 • - • - N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5 inlet swivel

N°1 
PART No. 260002

N°1 CF350 260415
N°1 CF350 260317
N°1 CF350 260319

LA18382/1 • - • • N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°2 PART No. LA11210
M16 x 1,5 inlet swivel

N°2 
PART No. 260002

N° 2 CF350 260145
N° 2 CF350 260317
N° 2 CF350 260319

DALÌ PLUS series includes:

filter with pressure gauge, recirculation hose and tools box.

PART No. LA18382/1
Dalì PLUS airless lines striper
with glass beads dispenser kit

PART No. LA18382
DALÌ PLUS airless road marking machine 
with 50 l gravity tank
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Glass beads dispenser kit with 11 l 
gravity tank. (optional)

Flashing telescopic 
Rod (optional)

Pneumatic wheels Ø 400 mm
· Ease of movement 
· Stability guarantee

Robust and compact structure

Diaphragm pump
· Max. flow rate 8 l/min

11,7 HP Petrol engine power 
· Immediate motor operation
· Proven reliability

Head control advanced marking 
system
· Airless gun to use
· Line length
· Length hatch’s blank space
· Automatic marking (available in 

the model PART No. LA4080/1)

Ergonomic handle
· Reduced vibrations

10 m resistant and 
flexible airless hose

50 l gravity tank

Front tiller 
· 360° pivot wheel
· Directional locking

Glass beads dispenser
(optional)

Defined line on every type of surface 
AT250 airless manual spray gun mounted on an adjustable block: it is 
possible to modify the spray pattern by changing the height of the gun 
or tip.

PART No. LA4080

GIOTTO AIRLESS LINE MARKER

APPLICATIONS 

BIG SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Playgrounds
• Sports circuits
• Public and private areas
• Airports

MATERIALS 

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE

DOUBLE LINE 
• 1 Colour
• Continuous - Dashed - Mixed
• Width from 5 to 30 cm

HIGH PRESSURE - SELF-PROPELLED - DIAPHRAGM PUMP
8 L/MIN - 220 BAR - 11,7 HP HONDA PETROL ENGINE
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TECHNICAL DATA
SERIES GIOTTO

MODELS Self-propelled - Diaphragm pump

MAX. PRESSURE 220 bar

MAX. FLOW RATE 8 l/min

HONDA PETROL ENGINE 11,7 HP

AIRLESS PAINT CAPACITY 50 l gravity tank

DIMENSIONS 1.430 x 1.930 x 1.560  mm

WEIGHT 300 kg

GIOTTO SERIES

ACCESSORIES

PART No. DESCRIPTION

LA35015 Ø 1/4" - M16 x 1,5 inlet swivel - 10 m Airless hose

LA11270 AT250 manual airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11210 AT250 manual airless spray gun - M16 x 1,5 inlet swivel

260002 11/16" Europe W CF350 tip guard

CF350 CF350 airless tip. Size from 7-10 to 41-80

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover+ Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA26000 Operator footboard

LA4720 Seat kit

LA19510 11 l glass beads gravity tank

LA19510/1 Cover 11 l glass beads gravity tank

KITS

PART No. DESCRIPTION

LA18359 11 l Gravity tank + 1 Diffuser hose + 1 Glass beads manual spray gun kit

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads manual spray guns kit

LA4405/3 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads automatic spray guns kit

PART No.
SELF

PROPELLED
AUTOMATIC
MARKING

50 L
GRAVITY 

TANK
AIRLESS HOSE

AT250 AIRLESS 
MANUAL GUN

LA96 AIRLESS 
AUTOMATIC GUN

CF350 
TIP

GUARD

CF350
AIRLESS TIPS

LA4081 • - •
N°1 PART No. LA35015

Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5
inlet swivel

-
N° 1 

PART No. 
260002

N° 1 CF350 260417
N° 1 CF350 260419
N° 1 CF350 260421

LA4080 • - •
N°1 PART No. LA35015

Ø 1/4" - M16 x 1,5 - 10 m

N°2 PART No. LA11210
M16 x 1,5
inlet swivel

-
N° 2 

PART No. 
260002

N° 2 CF350 260417
N° 2 CF350 260419
N° 2 CF350 260421

LA4080/1 • • •
N°1 PART No. LA35015

Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5
inlet swivel

N°2  
PART No. LA11708

M16 x 1,5 
inlet swivel

N° 4 
PART No. 
260002

N° 1 CF350 260315
N° 2 CF350 260417
N° 2 CF350 260419
N° 2 CF350 260421    

GIOTTO series includes:

filter with pressure gauge, recirculation hose, flashing telescopic rod and tools box.
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EXCALIBUR AIRLESS LINE MARKER

23 l paint can

Pneumatic wheels Ø 400 mm
· Ease of movement 
· Stability guarantee

Robust and compact 
structure

Piston pump
· Max. flow rate 2,2 l/min

4,8 HP Petrol engine power 
· Immediate motor operation
· Proven reliability

Ergonomic handle
· Reduced vibrations

10 m resistant and 
flexible airless hose

Safety brake

Front tiller
· 360º pivot wheel
· Directional locking

Defined line on every type of surface 
AT250 airless manual spray gun mounted on an adjust-
able block: it is possible to modify the spray pattern by 
changing the height of the gun or tip.

APPLICATIONS

MEDIUM SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Sports circuits
• Public and private areas
• Airports

MATERIALS

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE 

SINGLE LINE
• 1 Colour
• Continuous - Dashed 
• Width from 5 to 30 cm

HIGH PRESSURE - MANUAL PUSH - PISTON PUMP
2,2 L/MIN - 220 BAR - 4,8 HP HONDA PETROL ENGINE

PART No. LA4861
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TECHNICAL DATA

SERIES EXCALIBUR

MODELS Manual push - Piston pump

MAX. PRESSURE 220 bar

MAX. FLOW RATE 2,2 l/min

HONDA PETROL ENGINE 4,8 HP

AIRLESS PAINT CAPACITY 23 l paint can - 50 l gravity tank

DIMENSIONS 1.400 x 820 x 1.250 mm

WEIGHT
PART No. LA4861, 108 kg 
PART No. LA4860, 150 kg

EXCALIBUR SERIES

ACCESSORIES

PART No. DESCRIPTION

LA35015 Ø 1/4" - M16 x 1,5 inlet swivel - 10 m Airless hose

LA11270 AT250 manual airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11210 AT250 manual airless spray gun - M16 x 1,5 inlet swivel

260002 11/16" Europe W CF350 tip guard

CF350 CF350 airless tip. Size from 7-10 to 41-80

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover+ Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA19510 11 l glass beads gravity tank

LA19510/1 Cover 11 l glass beads gravity tank

KITS

PART No. DESCRIPTION

LA200303

Complete kit for second airless gun for PART No. LA4861 and PART No. LA4860.
(mounting kit PART No. LA4307/1 + airless gun PART No. LA11210 + Airless tips kit 
PART No. LA4307/1: PART No. CF350 260415 - 260317 - 260319 -  PART No. 260002 
CF350 tip guard)

LA4307/1 Mounting kit for second airless gun (airless gun not included) 

LA18359 11 l Gravity tank + 1 Diffuser hose + 1 Glass beads manual spray gun kit

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads manual spray guns kit

LA4038 Laser pointer kit

LA4840 Gun handling + Front pivot

PART No.
MANUAL 

PUSH

23 L
PAINT 
CAN

50 L
GRAVITY 

TANK
AIRLESS HOSE

AT250 AIRLESS 
MANUAL GUN

CF350 TIP GUARD
CF350

AIRLESS TIPS

LA4861 • • - N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5 
inlet swivel

N°1 PART No. 260002
N°1 CF350 260415
N°1 CF350 260317
N°1 CF350 260319

LA4860 • - • N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5 
inlet swivel

N°1 PART No. 260002
N°1 CF350 260415
N°1 CF350 260317
N°1 CF350 260319

EXCALIBUR series includes:

filter with pressure gauge, recirculation hose and tools box.

PART No. LA4860
Excalibur airless lines striper 
with 50 l gravity tank
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ZEUS AIRLESS LINE MARKER 

Pneumatic wheels Ø 400 mm
· Ease of movement 
· Stability guarantee

Robust and compact structure

23 l paint can

Piston pump
· Max. flow rate 4,5 l/min

8,4 HP Petrol engine power 
· Immediate motor operation
. Proven reliability

Ergonomic handle 
· Reduced vibrations

10 m resistant and flexible 
airless hose

Front tiller
· 360º pivot wheel
· Directional locking

Defined line on every type of surface 
AT250 airless manual spray gun mounted on an adjustable block: it 
is possible to modify the spray pattern by changing the height of the 
gun or tip.

APPLICATIONS

MEDIUM SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Sports circuits
• Public and private areas
• Airports

MATERIALS

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE

SINGLE LINE 
• 1 Colour
• Continuous - Dashed 
• Width from 5 to 30 cm

HIGH PRESSURE - MANUAL PUSH - PISTON PUMP
4,5 L/MIN - 220 BAR - 8,4 HP HONDA PETROL ENGINE

PART No. LA4561
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PART No.
MANUAL 

PUSH

23 L
PAINT 
CAN

50 L
GRAVITY 

TANK
AIRLESS HOSE

AT250 AIRLESS 
MANUAL GUN

CF350 
TIP GUARD

CF350
AIRLESS TIPS

LA4561 • • - N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5 inlet swivel N°1 PART No. 260002

N° 1 CF350 260417
N° 1 CF350 260419
N° 1 CF350 260421

LA4560 • - • N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5 inlet swivel N°1 PART No. 260002

N° 1 CF350 260417
N° 1 CF350 260419
N° 1 CF350 260421

LA4591 • • - N°1 PART No. LA35015 
 Ø 1/4" - M16 x 1,5 - 10 m

N° 2 Part. No LA11210 
M16 x 1,5 inlet swivel N° 2 PART No. 260002

N° 2 CF350 260417
N° 2 CF350 260419
N° 2 CF350 260421

LA4590 • - • N°1 PART No. LA35015 
 Ø 1/4" - M16 x 1,5 - 10 m

N° 2 Part. No LA11210 
M16 x 1,5 inlet swivel N° 2 PART No. 260002 N° 2 CF350 260417

ZEUS series includes:

filter with pressure gauge, recirculation hose and tools box.

TECHNICAL DATA

SERIES ZEUS

MODELS Manual push - Piston pump

MAX. PRESSURE 220 bar

MAX. FLOW RATE 4,5 l/min

HONDA PETROL ENGINE 8,4 HP

AIRLESS PAINT CAPACITY 23 l paint can - 50 l gravity tank

DIMENSIONS 1.105 x 1.700 x 850 mm

WEIGHT 150 kg

PART No. LA4560
ZEUS airless lines striper, 50 l 
gravity tank with glass beads kit 
(optional)

ZEUS SERIES

ACCESSORIES

PART NO. DESCRIPTION
LA35015 Ø 1/4" - M16 x 1,5 inlet swivel - 10 m Airless hose

LA11270 AT250 manual airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11210 AT250 manual airless spray gun - M16 x 1,5 inlet swivel

260002 11/16" Europe W CF350 tip guard

CF350 CF350 airless tip. Size from 7-10 to 41-80

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover+ Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA19510 11 l glass beads gravity tank

LA19510/1 Cover 11 l glass beads gravity tank

KITS

PART No. DESCRIPTION

LA200305

Complete kit for second airless gun for PART No. LA4561 and PART No. LA4560.
(mounting kit PART No. LA4307/1 + airless gun PART No. LA11210 + Airless tips 
kit PART No. LA4307/1:  PART No. CF350 260417 - 260419 - 260421 -  PART No. 
260002 CF350 tip guard)

LA4307/1 Mounting kit for second airless gun (airless gun not included) 

LA18359 11 l Gravity tank + 1 Diffuser hose + 1 Glass beads manual spray gun kit

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads manual spray guns kit

LA4038 Laser pointer kit

LA4840 Gun handling + Front pivot
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Pneumatic wheels Ø 400 mm
· Ease of movement 
· Stability guarantee

Piston pump
· Max. flow rate 6,5 l/min

8,4 HP Petrol engine power 
· Immediate motor operation
. Proven reliability

Ergonomic handle · Reduced vibrations

10 m resistant and flexible 
airless hose

Front tiller
· 360º pivot wheel
· Directional locking

Defined line on every type of surface 
AT250 airless manual spray gun mounted on an adjustable block: it is possible 
to modify the spray pattern by changing the height of the gun or tip.

DRAGON AIRLESS LINE MARKER

APPLICATIONS 

BIG SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Sports circuits
• Public and private areas
• Airports

MATERIALS 

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE

DOUBLE LINE 
• 1 Colour
• Continuous - Dashed - Mixed
• Width from 5 to 30 cm

Robust and compact structure

23 l paint can

HIGH PRESSURE - MANUAL PUSH - PISTON PUMP
6,5 L/MIN - 220 BAR - 8,4 HP HONDA PETROL ENGINE

PART No. LA4561



15The product’s features are subject to amendments without prior notice. Pictures are just indicative.

TECHNICAL DATA
SERIES DRAGON

MODELS Manual push - Piston pump

MAX. PRESSURE 220 bar

MAX. FLOW RATE 6,5 l/min

HONDA PETROL ENGINE 8,4 HP

AIRLESS PAINT CAPACITY 23 l paint can - 50 l gravity tank

DIMENSIONS 1.430 x 1.930 x 1.560 mm

WEIGHT PART No. LA4595, 230 kg - PART No. LA4596, 300 kg

DRAGON SERIES

ACCESSORIES

PART No. DESCRIPTION
LA18026 Ø 1/4" - M16 x 1,5 inlet swivel - 15 m Airless hose

LA11270 AT250 manual airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11210 AT250 manual airless spray gun - M16 x 1,5 inlet swivel 

260002 11/16" Europe W CF350 tip guard

CF350 CF350 airless tip. Size from 7-10 to 41-80

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover + Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA26000 Operator footboard

LA4720 Seat kit

LA19510 11 l glass beads gravity tank

LA19510/1 Cover 11 l glass beads gravity tank

KITS

PART No. DESCRIPTION
LA18359 11 l Gravity tank + 1 Diffuser hose + 1 Glass beads manual spray gun kit

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads manual spray guns kit

LA4405/3 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads automatic spray guns kit

LA4038 Laser pointer kit

LA4506 Working light kit

LA4507 Flashing telescopic rod kit

LA4839 Pneumatic gun handling + Front pivot

PART No.
MANUAL 

PUSH

23 L
PAINT 
CAN

50 L
GRAVITY 

TANK
AIRLESS HOSE

AT250 AIRLESS 
MANUAL GUN

CF350 TIP GUARD
CF350

AIRLESS TIPS

LA4595 • •  - N°1 PART No. LA18026 
Ø 1/4" - M16 x 1,5 - 15 m

N°1 PART No. LA11210 
M16 x 1,5 inlet swivel N°1 PART No. 260002

N° 1 CF350 260417
N° 1 CF350 260419
N° 1 CF350 260421

LA4596 •  - • N°1 PART No. LA18026 
Ø 1/4" - M16 x 1,5 - 15 m

N°1 PART No. LA11210 
M16 x 1,5 inlet swivel N°1 PART No. 260002

N° 1 CF350 260417
N° 1 CF350 260419
N° 1 CF350 260421

LA4597 • •  - N°1 PART No. LA18026 
Ø 1/4" - M16 x 1,5 - 15 m

N°2 PART No. LA11210 
M16 x 1,5 inlet swivel N°2 PART No. 260002

N° 2 CF350 260417
N° 2 CF350 260419
N° 2 CF350 260421

LA4598 •  - • N°1 PART No. LA18026 
Ø 1/4" - M16 x 1,5 - 15 m

N°2 PART No. LA11210 
M16 x 1,5 inlet swivel N°2 PART No. 260002

N° 2 CF350 260417
N° 2 CF350 260419
N° 2 CF350 260421

DRAGON series includes: 

filter with pressure gauge, recirculation hose, tools box.
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11 l Glass beads dispenser kit 
with gravity tank

Working light kit

Piston pump
· Max. delivery 9 l/min

Flashing telescopic rod

Footboard operator

11,7 HP petrol engine power
· Immediate motor operation
· Proven reliability

Head control advanced marking system
· Airless gun to use
· Line length
· Length of the blank space of the hatch
· Automatic marking 

Ergonomic handle
· Reduced vibrations

Front tiller
· 360º pivot wheel
· Directional locking

Pneumatic wheels Ø 400 mm
· Ease of movement 
· Stability guarantee

50 l gravity tank

Defined line on every type of surface 
LA96 airless automatic spray guns mounted on 
an adjustable block: it is possible to modify the 
spray pattern by changing the height of the gun 
or tip.

PART No. LA4000

EVEREST TH AIRLESS LINE MARKER

APPLICATIONS

BIG SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Sports circuits
• Public and private areas
• Airports

MATERIALS

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE

DOUBLE LINE 
• 1 Colour
• Continuous - Dashed - Mixed
• Width from 5 to 30 cm

HIGH PRESSURE - SELF PROPELLED - AUTOMATIC MARKING - PISTON PUMP
9 L /MIN - 220 BAR - 11,7 HP HONDA PETROL ENGINE
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TECHNICAL DATA
SERIES EVEREST TH

MODELS Self-propelled - Piston pump

MAX. PRESSURE 220 bar

MAX. FLOW RATE 9 l/min

HONDA PETROL ENGINE 11,7 HP

AIRLESS PAINT CAPACITY 50 l gravity tank ( 100 l on request)

DIMENSIONS 1.920 x 1.450 x 1.580 mm

WEIGHT 350 kg

EVEREST TH SERIES

ACCESSORIES

PART No. DESCRIPTION
LA18026 Ø 1/4" - M16 x 1,5 inlet swivel - 15 m Airless hose

LA11270 AT250 manual airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11210 AT250 manual airless spray gun - M16 x 1,5 inlet swivel 

LA11732 LA96 automatic airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11708 LA96 automatic airless spray gun - M16 x 1,5 inlet swivel

260002 11/16" Europe W CF350 tip guard

CF350 CF350 airless tip. Size from 7-10 to 41-80

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover + Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA26000 Operator footboard

LA4720 Seat kit

LA4756 Piston accumulator

LA19510 11 l gravity tank for glass beads

LA19510/1 Cover 11 l glass beads gravity tank

KITS

PART No. DESCRIPTION
LA4307 Mounting kit for second airless gun (airless gun not included) 

LA18359 11 l Gravity tank+ 1 Diffuser hose + 1 Glass beads manual spray gun kit

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 glass beads manual spray guns kit

LA4405/3 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads automatic spray guns kit

LA4506 Working light kit

LA4038 Laser pointer kit

LA4507 Flashing telescopic rod kit

LA4839 Pneumatic gun handling + Front pivot wheel

PART 
No.

SELF
PROPELLED

50 L
GRAVITY 

TANK

AUTOMATIC 
MARKING

 AIRLESS HOSE
AT250 MANUAL 

AIRLESS GUN
LA96 AUTOMATIC 

AIRLESS GUN
CF350 TIP 

GUARD
CF350 AIRLESS TIPS

LA4000 • • •
N°1

PART No. LA18026
Ø 1/4" - M16x1,5 - 15 m

N°1
PART No. LA11210

M16x1,5 inlet swivel

N°2
PART No. LA11708 

M16x1,5
 inlet swivel

N°3 PART No. 
260002

N° 1 CF350 260315
N° 2 CF350 260417
N° 2 CF350 260419
N° 2 CF350 260421

EVEREST TH series includes:

filter with pressure gauge, recirculation hose, working light, flashing telescopic rod, footboard kit, piston accumulator, gun handling + 

front pivot and tools box. 
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MIRÒ E-LINER AIRLESS LINE MARKER 
HIGH PRESSURE - MANUAL PUSH - DIAPHRAGM PUMP
2,2 L / MIN - 220 BAR - 1,8 KW HONDA MOTOR ELECTRIC POWER

APPLICATIONS

MEDIUM SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Internal logistic marking in all areas 

where line strippers with petrol engine 
motor are off-limits

• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Sports circuits 
• Public and private areas
• Airports

MATERIALS

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE

DOUBLE LINE 
• 1 Colour
• Continuous - Dashed
• Width from 5 to 30 cm

Ergonomic handle

Robust and compact structure

Airless flexible and 
resistant hose 10 m

Diaphragm pump
Max. flow rate 2,2 l/min

Front tiller
. 360° pivot wheel
. Directional locking

Defined line on every type of surface
AT250 airless manual spray gun mounted on an adjustable block. It is possible 
to modify the spray pattern by changing the height of the gun or the tip

· No vibrations
· No exhaust gas emissions
· Protection for operator health  
  and environment
· Quiet operation: suitable for both 
   daytime and nighttime use in compliance
   with noise level regulations
· Fast battery charging system
· Reduced operation

PART No. LA431B01



19The product’s features are subject to amendments without prior notice. Pictures are just indicative.

TECHNICAL DATA

SERIES MIRÒ E-LINER

MODEL Manual push - Diaphragm pump 

MAX. WORKING PRESSURE 220 bar

MAX. FLOW RATE 2,2 l/min

HONDA MOTOR ELECTRIC POWER 1,8 kW

HONDA BATTERY POWER 0,72 kWh

BATTERY ENGINE 10.0 Ah

CHARGING TIME ≈ 50 min

LITERS DISPENSED 

ONE BATTERY AT FULL CAPACITY

46 l (Pressure 200 bar - Airless nozzle 
LASFC 15-40)

CHARGING TEMPERATURE RANGE from 5 to 30° C

AIRLESS PAINT CAPACITY 23 l paint can - 50 l gravity tank

DIMENSIONS 1.400 X 840 X 1.280 mm

WEIGHT 120 kg

MIRÒ E-LINER 

PART No.
BATTERY 

No.
MANUAL 

PUSH

23 L
PAINT 
CAN

50 L 
GRAVITY

TANK
AIRLESS HOSE

AT250 MANUAL 
AIRLESS GUN

CF350 TIP GUARD CF350 AIRLESS TIPS

LA431B01 1 • •  -
N°1 PART No. LA35015

Ø 1/4” - M16X1,5 - 
10 m

N°1
PART No. LA11210

M16X1,5 inlet swivel
N°1 PART No. 260002

N° 1 CF350 260411
N° 1 CF350 260413
N° 1 CF350 260415

LA432B01 2 •  •  - 
N°1 PART No. LA35015

Ø 1/4” - M16X1,5 - 
10 m

N°1
PART No. LA11210

M16X1,5 inlet swivel
N°1 PART No. 260002

N° 1 CF350 260411
N° 1 CF350 260413
N° 1 CF350 260415

LA431B11 1 •  - •
N°1 PART No. LA35015

Ø 1/4” - M16X1,5 – 
10 m

N°1
PART No. LA11210

M16X1,5 inlet swivel
N°1 PART No. 260002

N° 1 CF350 260411
N° 1 CF350 260413
N° 1 CF350 260415

LA432B21 2 •  - •
N°1 PART No. LA35015

Ø 1/4” - M16X1,5 -
10 m

N°1
PART No. LA11210

M16X1,5 inlet swivel
N°1 PART No. 260002

N° 1 CF350 260411
N° 1 CF350 260413
N° 1 CF350 260415

MIRÒ E-LINER series includes:

Filter with pressure gauge, recirculation hose, battery charger and tools box

ACCESSORIES

PART No. DESCRIPTION

LA35015 Airless hose Ø 1/4" -  M16X1,5  inlet swivel - 10 m

LA11270
AT250 airless manual spray gun - M16X1,5  inlet swivel + 
CF350 tip guard

LA11210 AT250 airless manual spray gun - M16X1,5  inlet swivel

260002 Europe 11/16" W CF350 tip guard

CF350 CF350 airless spray tip. Size from 7-10 to 41-80

LA18245 50 l gravity tank + Cover

LA18241 50 l gravity tank + Cover + Basket

LA200621 Battery

LA200622 Battery recharge

LA4756 Piston accumulator

KITS
PART No. DESCRIPTION

LA4506 Working light kit

LA4507 Flashing telescopic rod kit

PART No. LA431B01 
MIRÒ E-LINER Airless road marking 
machine with 23 l paint can

PART No. LA431B01 
MIRÒ E-LINER Airless road marking 
machine with 23 l paint can
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Piston pump
· Max. delivery 2,2 l/min

Flashing telescopic rodDashboard to view 
battery charge

Ergonomic handle
· Reduced vibrations

Front tiller
· 360º pivot wheel
· Directional locking

Pneumatic wheels Ø 400 mm
· Ease of movement 
· Stability guarantee

Battery power 0,75 kW, 6 VX 
battery (x4)
· Type 6 V 240 ah
· Autonomy 6 h

Resistant and flexible airless 
hose 15 m

50 l gravity tank

ECO K21 AIRLESS LINE MARKER

PART No. LA4200

APPLICATIONS

MEDIUM SIZE MARKING - MAINTENANCE - 
PAINTING JOBS
• Internal logistic marking in all areas 

where line strippers with petrol engine 
motor are off-limits

• Roads - Highways
• Galleries - Road tunnels
• Cycle runway
• Outdoor and underground parking
• Sports circuits 
• Public and private areas
• Airports

MATERIALS

WATER OR SOLVENT PAINT WITHOUT 
SUSPENDED PARTICLES

LINE TYPE

DOUBLE LINE 
• 1 Colour
• Continuous - Dashed
• Width from 5 to 30 cm

HIGH PRESSURE - SELF PROPELLED - PISTON PUMP
2,2 L/MIN - 220 BAR - 0,75 KW HONDA MOTOR ELECTRIC POWER
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TECHNICAL DATA
SERIES ECO K21

MODEL Self-propelled - Piston pump

MAX. PRESSURE 220 bar

MAX. FLOW RATE 2,2 l/m

MOTOR ELECTRIC POWER 0,75 kW

BATTERY ENGINE 960 A/h (4 batteries)

AIRLESS PAINT CAPACITY 50 l gravity tank

DIMENSIONS 1.920 x 1.450 x 1.580 mm

WEIGHT 280 kg

ECO K21 SERIES

ACCESSORIES

PART NO. DESCRIPTION

LA18026 Airless hose Ø 1/4" - M16 x 1,5 inlet swivel - 15 m

LA11270 AT250 manual airless spray gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11210 AT250 manual airless spray gun - M16 x 1,5 inlet swivel 

260002 Europe 11/16" CF350 tip guard

CF350 CF350 airless tip. Size from 7-10 to 41-80

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover + Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA26000 Operator footboard

LA4720 Seat kit

LA4605 Battery charger

LA19510 11 l glass beads gravity tank

LA19510/1 Cover 11 l glass beads gravity tank

KITS

PART No. DESCRIPTION

LA200305
Complete kit for second airless gun (mounting kit PART No. LA4307/1 + airless gun 
PART No. LA11210 + Airless tip kit PART No. LA4307/1:  PART No. CF350 260417 - 
260419 - 260421 -  PART No. 260002 CF350 tip guard)

LA4307/1 Mounting kit for second airless gun (airless gun not included) 

LA18359 11 l Gravity tank + 1 Diffuser hose + 1 Glass beads manual spray gun

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads manual spray guns

LA4038 Laser pointer kit

LA4506 Working light kit

LA4507 Flashing telescopic rod kit

PART No. BATTERY
SELF

PROPELLED
50 L 

GRAVITY TANK
AIRLESS HOSE

AT250 MANUAL 
AIRLESS GUN

CF350 TIP GUARD CF350 AIRLESS TIP

LA4200 • • • N°1 PART No. LA35015
Ø 1/4" - M16 x 1,5 - 10 m

N°1 PART No. LA11210
M16 x 1,5 inlet swivel

N°1 
PART No. 260002

N° 1 CF350 260417
N° 1 CF350 260419
N° 1 CF350 260421

ECO K21 series includes:

filter with pressure gauge, recirculation hose, flashing telescopic rod kit, battery charger and tools box.
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ORIGINAL ACCESSORIES FOR HIGH PERFORMANCE

AT250 SERIES. MANUAL AIRLESS SPRAY FINISHING GUNS.
SUPERIOR ATOMIZATION, FAST APPLICATION, SAVE MATERIAL.
• ALUMINIUM GUN BODY AND ERGONOMIC HANDLE

• HIGH TRANSFER EFFICIENCY

• REDUCED OVERSPRAY PRODUCTION 

• LONG CYCLE OF USE

LA96 SERIES. AUTOMATIC AIRLESS SPRAY FINISHING GUNS.
SUPERIOR ATOMIZATION, FAST APPLICATION, SAVE MATERIAL.
• COMPACT AND ROBUST GUN BODY DESIGN TO INTEGRATE IN ALL WORKING AREAS 

• HIGH TRANSFER EFFICIENCY

• REDUCED OVERSPRAY

• LONG CYCLE OF USE

ATEX Certi�ed
Ex II 2 G Ex h IIB T6 Gb

ATEX Certi�ed

Ex II 2 G Ex h IIB T6 Gb

TECHNICAL DATA
ACTIVATION MANUAL

MAX. FLUID PRESSURE 250 bar

MAX. FLUID TEMPERATURE 50 °C

FLUID INLET M16 x 1,5

WEIGHT 650 g

MATERIALS IN CONTACT WITH FLUID

Aluminium - Stainless Steel - Galvanized steel - Hard metal - PTFE - Brass

TECHNICAL DATA
ACTIVATION AUTOMATIC

MAX. FLUID PRESSURE 300 bar

OPENING AIR PRESSURE RANGE 2 - 6 bar

MAX. FLUID TEMPERATURE 90 °C

AIR INLET Ø 6 mm

FLUID INLET M16 x 1,5

WEIGHT 754 g

MATERIALS IN CONTACT WITH FLUID

Stainless Steel - Hard metal- PTFE 

PART No. DESCRIPTION
LA11270 AT250 manual airless gun - M16 x 1,5 inlet swivel + CF350 tip guard
LA11210 AT250 manual airless gun - M16 x 1,5 inlet swivel

PART No. DESCRIPTION

LA11732 LA96 automatic airless gun - M16 x 1,5 inlet swivel + CF350 tip guard

LA11708 LA96 automatic airless gun - M16 x 1,5 inlet swivel

PART No. LA11270

PART No. LA11732

SPRAY AIRLESS GUN BUTT FILTERS 

PART No. DESCRIPTION COLOUR MESH QUANTITY

LA11039/25 Butt filter Green 30 25

LA11038/25 Butt filter White 60 25

LA11037/25 Butt filter Yellow 100 25

LA11019/25 Butt filter Red 200 25

PART No. LA11039/25 

PART No. LA11038/25 

PART No. LA11037/25 

PART No. LA11019/25 

AIRLESS SPRAY GUNS. CONSTANT FLOW FOR DEFINED LINES.
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CF350 SERIES. AIRLESS SPRAY TIPS. 
HOMOGENEOUS COVERAGE: 
THE OPTIMIZED DESIGN OF THE TIP MAKES THE PRODUCT FLOW MORE EFFICIENT.
• COMPATIBLE WITH A WIDE RANGE OF PAINT PRODUCTS

• TUNGSTEN CARBIDE STRUCTURE

• STAINLESS STEEL - PTFE GASKET

• QUICK AND EASY CLEANING

PERFORMING AIRLESS SPRAY TIPS
& HIGH PRESSURE HOSES

CF350 TIP GUARD
PART No. DESCRIPTION

260002 11/16" W Europe airless CF350 tip guard

PART No. 260002

PART No. CF350 Airless tip
Max. working pressure 350 bar

VERSIONS

inches

Fan width in inches

mm

Fan width in mm

TIP ORIFICE IN THOUSANDS OF AN INCH

09 11 13 15 17 19 21 23 25 27 29 31 33 35

2-4 51-102 109  115 119 123

4-6 102-152 209 211 213 215 217 219 221 223 227

6-8 152-203 309 311 313 315 317 319 321 323 325 327

8-10 203-254 409 411 413 415 417 419 421 423 425 427 429 431 433 435

10-12 254-305 509 511 513 515 517 519 521 523 525 527 529 531 533 535

12-14 305-356 609 611 613 615 617 619 621 623 625 627 629 631 633 635

14-16 356-406 711 713 715 717 719 721 723 725 727 729 731

16-18 406-457 811 815 819

GRAVITY TANKS
PART No. DESCRIPTION

LA18245 50 l Gravity tank + Cover

LA18241 50 l Gravity tank + Cover + Basket

LA4041/2 100 l Gravity tank + Cover

LA4041 100 l Gravity tank + Cover + Basket

LA4500 11 l Gravity tank + Glass beads diffuser hose

LA19510 11 l glass beads gravity tank

LA19510/1 Cover 11 l glass beads gravity tank

PART No. LA18241

USEFUL AIRLESS LINE MARKING ACCESSORIES
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USEFUL AIRLESS LINE MARKING ACCESSORIES

KIT
LA4307 Mounting kit for second airless gun (airless gun not included)

LA4038 Laser pointer kit

LA4506 Working light kit

LA4507 Flashing telescopic rod kit

LA4840 Gun handling + Front pivot wheel 

OPERATOR FOOTBOARD 
PART No. DESCRIPTION

LA26000 Operator footboard

PISTON ACCUMULATOR
PART No. DESCRIPTION

LA4756 Piston accumulator

SEAT KIT
PART No. DESCRIPTION

LA4720 Seat kit

BATTERY CHARGE
PART No. DESCRIPTION

LA200622 Battery charger. Mirò E-Liner model

LA4605 Battery charger. ECO K21 model

PART No. LA18359/2

PART No. LA18359

PART No. LA4756

PART No. LA26000

PART No. LA4720

PART No. LA4405/3

PART No. LA35015

AIRLESS HOSES
PART No. DESCRIPTION

LA35015 Airless hose Ø 1/4" - M16x1,5 inlet swivel - 10 m

LA18026 Airless hose Ø 1/4" - M16x1,5 inlet swivel - 15 m

KIT DISTRIBUTORE PERLINE DI VETRO
LA18359 11 l Gravity tank + 1 Diffuser hose + 1 Glass beads manual spray gun

LA18359/2 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads manual spray guns 

LA4405/3 11 l Gravity tank + 2 Diffuser hoses + 2 Glass beads automatic spray guns
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Contact us today!
Visit: www.samoaindustrial.com for more information.
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